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'PALAMI-MediaWINDOW |

Benefits O

* High brightness;

Description

It is'based on the integration of
small-SMD LEDS, placed between
two panels of a double-glazed

LA
u"-‘" 5
wits

¢ No additional construction;

® Light Weight; ARAA A A 2 e window. Together they combine in

* Module depth 5 cm; one big integrated screen. This

* Easy installation and maintenance; el G Eiple a0 Ve Eek, 1l
images, live broadcasting and

* Low energy consumption; . . .
&Y P other media information. What is

*  Up to 99% transparency more it can-be as a building

lighting option. Solution doesn't

change the architectural
conception. Therefore, it could be
2 years warranty

integrated in to all kind of
buildings.
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Technical specification

Parameter

Palami-
MediaWINDOW-

M

LED TECHNOLOGIES

MediaWINDOW-

Physical pixel pitch,
vertical/horizontal, mm

Pixel configuration

Transparency

Brightness, Cd/m2, not less
than

Color depth, millions, more
than

Viewing angle
horizontal/vertical
Electric power supply

Maximum power
consumption, kW/m?2
Average operational power
consumption, kW/m?2

Ingress protection

Lifetime, not less than
(hours)

80

80 /80

>99 %

370

0,044

0,02
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Palami-
MediaWINDOW:- | MediaWINDOW-

120 160

120 /120 160 / 160
1(RGB)
>99% >99%
165 95
16,7
1209 / 1200

220W/380W, 50Hz

0,02

0,01

0,011

0,006

Double glazed window

80 000

X

X/X*

Depends on the chosen
pixel pitch
Depends on the chosen
pixel pitch

Depends on the chosen
pixel pitch
Depends on the chosen
pixel pitch



